
Dear Retailer/End User
These instructions apply to Profoto LiFe or Li-Ion batteries that all categorize as Lithium-Ion batteries. According to UN 
Transportation Regulations all shipments containing Lithium-Ion Batteries are subject to dangerous goods regulations for 
air, road, rail and sea transport. The general requirement for transportation admittance of Lithium-Ion batteries is that the 
batteries must have successfully passed the test procedures of UN Manual of Test and Criteria, Part III, and that the tests 
have to be certified. Such tests have been made by subcontractors to Profoto AB, and all battery models have passed the test 
successfully. See the section “UN Certificate”.

You as a retailer/end customer are required to follow the applicable transport regulation for each transport mode (road, rail, 
sea & air) when batteries are offered for transport. These regulations are regulated both nationally and internationally.

Permittance of transportation of UN-certified 
batteries is different depending energy content  
(Wh rating). The Energy in Wh is printed on the type 
label that is attached to each battery. See example.

PROFOTO LITHIUM-ION 
BATTERIES WITH WH 
RATING LESS THAN 100WH  
Note! The guidance below is a general 
guidance based on IATA regulations. An 
airline may have further restrictions and 
you must always check with the airline, 
at the time of booking a flight, if they 
have any special restrictions for 
dangerous goods carried by passengers.
 
Battery installed in the generator is 
permitted in checked in baggage and 
carry-on baggage. (IATA-DGR 2.3.5.9 & 
Table 2.3.A/ICAO-TI Part 8, 1.1.2 (s)). 

Battery not installed in the generator 
(spare batteries) it is forbidden in 
checked in baggage, but permitted in the 
carry-on baggage. The number of spare 
batteries within a passenger’s carry-on 
baggage must be “reasonable” in the 
context of the equipment used by the 
passenger and his or her itinerary. 
(IATA-DGR 2.3.5.9 & Table 2.3.A/
ICAO-TI Part 8, 1.1.2 (s)).

Spare batteries shall be individually 
packed to prevent short circuit.

PROFOTO LITHIUM-ION 
BATTERIES WITH WH 
RATING MORE THAN 100WH   
This battery require a written approval 
from the air operator before check-in. 
The request shall be made to the 
operator upon time of booking. The 
approval shall be received in writing and 
must be carried in printed form while 
traveling. The approval is only valid for 
those flights approved by the operator. 
(IATA-DGR 2.3.3.2 & Table 2.3.A/
ICAO-TI Part 8, 1.1.2 (s)).
  
One battery installed in the generator is 
permitted in the checked in baggage or 
in the carry-on baggage. Ensure that the 
generator remain switched off by 
removing the battery fuses.

Battery not installed in the generator 
(spare batteries) is forbidden in the 
checked in baggage but up to 2 spare 
batteries are permitted in the carry  
on baggage.

Spare batteries shall be individually 
packed to prevent short circuit.

DAMAGED OR DEFECT 
BATTERIES  
Batteries that are damaged or defect or 
batteries that are suspected to be 
damaged or defect, is forbidden for 
transport by air. Such batteries can only 
be transported by road or sea and only in 
full compliance with applicable 
dangerous goods regulations. (Special 
Provision A154, IATA-DGR & ICAO-TI) 
If your battery is not functional when 
received, please contact Profoto Order 
Department by phoning +46 8 447 53 25 
or by e-mail to order@profoto.com. 
Thus we can make the right actions to 
retrieve the battery.

UN CERTIFICATE
Certificates that the UN test of  
the batteries has been successful  
can be downloaded from Support  
on Profoto.com

APPLICABLE FOR ALL PROFOTO LITHIUM-ION BATTERIES  
(SOMETIMES ALSO REFERRED TO AS LIFE OR LI-ION BATTERIES)

Profoto Lithium-Ion battery  
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